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SAMPLE

DRAWINGS

070517

SWING GATE BARRIER - MODEL SG-MAN-1200 (MANUALLY OPERATED BY 1 PERSON)

ASTM F2656-07 M50 P1(K12) CERTIFIED, APPROVED ON DoD ANTI-RAM LIST

STOPS 15,000 LB. VEHICLE AT 50 MPH IMPACT (CUSTOM SWING GATE LENGTHS & HEIGHTS)

070517

KEY CAPABILITIES

1. ROBUST FREE STANDING SINGLE BARRIER GATE STOPS 15,000 LB VEHICLE

IMPACT AT 50 MPH WITHIN 1 METER OF PENETRATION (ASTM M50 P1

CERTIFIED). GATE BARRIER IS DoD APPROVED AND LISTED ON ANTI-RAM LIST.

2. LIGHT WEIGHT GATE IS MANUALLY OPERATED BY 1 PERSON.

3. QUICK INSTALLATION IN 1-1/2 DAYS. ONLY THREE(3) PREFABRICATED

COMPONENTS WITH NO FIELD WELDING REQUIRED.

4. GATE CAN SWING IN OR OUT (CUSTOMER'S CHOICE).

5. LOCKING LATCH MECHANISM SECURES GATE IN THE CLOSED POSITION. DROP

PIN MAINTAINS GATE IN OPENED POSITION.

6. DOUBLE GATES SIDE BY SIDE ARE AVAILABLE (SEE SHEET 2).

7. FENCES, BLOCKS, JERSEY BARRIERS OR OTHER PERIMETER SECURITY

BARRIER IS INSTALLED ADJACENT TO GATE ENDS (SEE SHEET 4).

8. CUSTOM GATE WIDTHS AND HEIGHT PER CUSTOMER'S REQUIREMENT.

9. ELECTRIC MODEL WITH CONTROLS IS AVAILABLE.

CONCRETE FOUNDATION

OUTER STEEL

SHEATHING ON 3 SIDES

AND TOP (TYP)

PREFABRICATED END

SUPPORT, SEE SHEET 4

(TYP)

PREFABRICATED

END SUPPORT (TYP)

OUTER STEEL

SHEATHING ON 3 SIDES

AND TOP (TYP)

INSIDE OF GATE HEAVY DUTY DROP

PIN HOLDS GATE IN

OPENED POSITION

LATCH SIDE

HINGE SIDE

GATE OPENS UP TO 160°
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VEHICLE IMPACT

DIRECTION

DUAL INDUSTRIAL

LEVER HANDLE

LOCKS
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SAMPLE

DRAWINGS

070517

DOUBLE SWING GATE

070517

END SUPPORT,

HINGE SIDE

MANUALLY OPERATED

SWING GATE ACCESS

CONTROL BARRIER

CLOSED POSITION

KING KONG BEARING HINGES

PRE-WELDED ONTO GATE

MEMBERS (TYP)

OUTER STEEL

SHEATHING ON 3 SIDES

AND TOP (TYP)

CABLING IN

FENCE (TYP)

SWING GATE BARRIER - MODEL SG-MAN-1200 (MANUALLY OPERATED BY 1 PERSON)

ASTM F2656-07 M50 P1(K12) CERTIFIED, APPROVED ON DoD ANTI-RAM LIST

STOPS 15,000 LB. VEHICLE AT 50 MPH IMPACT (CUSTOM SWING GATE LENGTHS & HEIGHTS)

END SUPPORT,

LATCH SIDE

VEHICLE IMPACT

DIRECTION

OPEN POSITION

END SUPPORT,

HINGE SIDE
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VEHICLE IMPACT

DIRECTION
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OUTER STEEL

SHEATHING ON 3 SIDES

AND TOP (TYP)

END SUPPORT,

HINGE SIDE

END SUPPORT,

HINGE SIDE

END SUPPORT,

LATCH SIDE

KEY CAPABILITIES

1. ROBUST FREE STANDING SINGLE BARRIER GATE STOPS 15,000 LB VEHICLE IMPACT AT 50 MPH WITHIN 1 METER OF

PENETRATION (ASTM M50 P1 CERTIFIED). GATE BARRIER IS DoD APPROVED AND LISTED ON ANTI-RAM LIST.

2. LIGHT WEIGHT GATE IS MANUALLY OPERATED BY 1 PERSON.

3. QUICK INSTALLATION IN 1-1/2 DAYS. ONLY THREE(3) PREFABRICATED COMPONENTS WITH NO FIELD WELDING REQUIRED.

4. GATE CAN SWING IN OR OUT (CUSTOMER'S CHOICE).

5. LOCKING LATCH MECHANISM SECURES GATE IN THE CLOSED POSITION. DROP PIN MAINTAINS GATE IN OPENED

POSITION.

6. DOUBLE GATES SIDE BY SIDE ARE AVAILABLE (SEE SHEET 2).

7. FENCES, BLOCKS, JERSEY BARRIERS OR OTHER PERIMETER SECURITY BARRIER IS INSTALLED ADJACENT TO GATE ENDS

(SEE SHEET 4).

8. CUSTOM GATE WIDTHS AND HEIGHT PER CUSTOMER'S REQUIREMENT.

9. ELECTRIC MODEL WITH CONTROLS IS AVAILABLE.

KING KONG BEARING HINGES

PRE-WELDED ONTO GATE

MEMBERS (TYP)

KING KONG BEARING HINGES

PRE-WELDED ONTO GATE

MEMBERS (TYP)

DUAL INDUSTRIAL LEVER

HANDLE LOCKS (TYP)

DUAL INDUSTRIAL LEVER

HANDLE LOCKS (TYP)
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SAMPLE

DRAWINGS

070517

TYPICAL ADJACENT PERIMETER SECURITY OPTIONS

VEHICLE IMPACT

DIRECRTION

070517

MANUALLY OPERATED

SWING GATE ACCESS

CONTROL BARRIER

VEHICLE IMPACT

DIRECRTION

END SUPPORT

HINGE SIDE

CONCRETE

BLOCKS

JERSEY BARRIERS
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ADJACENT FENCE

ADJACENT BLOCKS

ADJACENT JERSEY BARRIERS

OUTER STEEL

SHEATHING ON 3 SIDES

(TYP)

OUTER STEEL

SHEATHING ON 3 SIDES

(TYP)

SWING GATE BARRIER - MODEL SG-MAN-1200 (MANUALLY OPERATED BY 1 PERSON)

ASTM F2656-07 M50 P1(K12) CERTIFIED, APPROVED ON DoD ANTI-RAM LIST

STOPS 15,000 LB. VEHICLE AT 50 MPH IMPACT (CUSTOM SWING GATE LENGTHS & HEIGHTS)

END SUPPORT,

LATCH SIDE

KING KONG BEARING HINGES

PRE-WELDED ONTO GATE

MEMBERS (TYP)

KING KONG BEARING

HINGES PRE-WELDED

ONTO GATE MEMBERS

(TYP)

END SUPPORT,

HINGE SIDE

KING KONG BEARING HINGES

PRE-WELDED ONTO GATE

MEMBERS (TYP)

OUTER STEEL

SHEATHING ON 3 SIDES

AND TOP (TYP)

CABLING IN

FENCE (TYP)

END SUPPORT,

LATCH SIDE

END SUPPORT,

HINGE SIDE

8

 

F

T

.

 

T

O

 

2

4

 

F

T

.

W

I

D

T

H

S

VEHICLE IMPACT

DIRECTION

DUAL INDUSTRIAL LEVER

HANDLE LOCKS (TYP)

DUAL INDUSTRIAL LEVER

HANDLE LOCKS (TYP)

DUAL INDUSTRIAL LEVER

HANDLE LOCKS (TYP)
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SAMPLE

DRAWINGS

070517

CONCRETE FOUNDATION

LATCH SIDE HINGE SIDE

070517

CONCRETE

FOUNDATION

END SUPPORT

STRUCTURE (TYP)

6 FT. TO 16 FT.

GRADE GRADE

8 FT. TO 24 FT.

OPENINGS

6'

3'

CONCRETE

FOUNDATION

END SUPPORT

STRUCTURE (TYP)

MANUALLY OPERATED

SWING GATE ACCESS

CONTROL BARRIER

PRE WELDED

STUDS (TYP)

4" MUD PAD

(TYP)

VERTICAL REBAR IN

TUBES (TYP)

SWING GATE BARRIER - MODEL SG-MAN-1200 (MANUALLY OPERATED BY 1 PERSON)

ASTM F2656-07 M50 P1(K12) CERTIFIED, APPROVED ON DoD ANTI-RAM LIST

STOPS 15,000 LB. VEHICLE AT 50 MPH IMPACT (CUSTOM SWING GATE LENGTHS & HEIGHTS)

6'

6'

3' 3'

3'3' 6'

6 FT. TO 16 FT.

3'


	S1.pdf (p.1)
	8.5x11 lANDSCAPE

	S2.pdf (p.2)
	8.5x11 lANDSCAPE (5)

	S3.pdf (p.3)
	8.5x11 lANDSCAPE (2)


